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TITLE: PACING AND SENSING VECTORS 
INVENTORS NAME: Jeffrey E. Stahmonn'et al. 
SERIAL NO.: 09/779;754 



6/10 



IMPLANT A FIRST CARDIAC LEAD HAVING AT LEAST 
A FIRST SUPRAVENTRICULAR ELECTRODE 



IMPLANT SECOND CARDIAC LEAD HAVING AT LEAST 
A FIRST LEFT VENTRICULAR ELECTRODE AND A 
SECOND LEFT VENTRICULAR ELECTRODE 



PROGRAM PACING AND SENSING VECTORS 
BETWEEN AT LEAST ONE OF THE FIRST AND SECOND 
LEFT VENTRICULAR ELECTRODES AND THE FIRST 
SUPRAVENTRICULAR ELECTRODE 



640 



DELIVER PACING PULSES BETWEEN THE FIRST AND/OR 
SECOND LEFT VENTRICULAR ELECTRODE AND THE 
FIRST SUPRAVENTRICULAR ELECTRODE 



SENSE CARDIAC SIGNALS BETWEEN THE FIRST 
AND/OR SECOND LEFT VENTRICULAR ELECTRODE AND 
THE FIRST SUPRAVENTRICULAR ELECTRODE 
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TITLE: PACING AND SENSING VECTORS 
INVENTORS NAME: Jeffrey E. Stahmann et al. 
SERIAL NO.: 09/779,754 
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IMPLANT FIRST CARDIAC LEAD HAVING AT LEAST A 
RIGHT VENTRICULAR ELECTRODE 



IMPLANT SECOND CARDIAC LEAD HAVING AT LEAST 
FIRST AND SECOND LEFT VENTRICULAR ELECTRODES 



PROGRAM PACING PULSE AND SENSING VECTORS 
BETWEEN AT LEAST ONE OF THE FIRST AND/OR 
SECOND LEFT VENTRICULAR ELECTRODES AND THE 
RIGHT VENTRICULAR ELECTRODE 



DELIVER PACING PULSES BETWEEN EITHER THE 
FIRST AND/OR SECOND LEFT VENTRICULAR ELECTRODE 
AND THE RIGHT VENTRICULAR ELECTRODE 



SENSE CARDIAC SIGNALS BETWEEN THE FIRST 
AND/OR SECOND LEFT VENTRICULAR ELECTRODE AND 
THE FIRST VENTRICULAR ELECTRODE 
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TITLE: PACING AND SENSING VECTORS 
'INVENTORS NAME: Jeffrey L Stahmonn et al. 
SERIAL NO.: 09/779,754 
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IMPLANT FIRST CARDIAC LEAD HAVING AT LEAST A 
FIRST RIGHT ATRIAL ELECTRODE AND A RIGHT 
VENTRICULAR ELECTRODE 



IMPLANT SECOND CARDIAC LEAD HAVING AT LEAST 
FIRST AND SECOND LEFT VENTRICULAR ELECTRODES 



PROGRAM PACING PULSE AND SENSING VECTORS 
BETWEEN AT LEAST ONE OF THE FIRST AND SECOND 
LEFT VENTRICULAR ELECTRODES AND THE FIRST RIGHT 

ATRIAL ELECTRODE AND THE RIGHT VENTRICULAR 
ELECTRODE 



DELIVER PACING PULSES BETWEEN EITHER THE 
FIRST OR SECOND LEFT VENTRICULAR ELECTRODE AND 
THE FIRST RIGHT ATRIAL ELECTRODE AND/OR THE 
RIGHT VENTRICULAR ELECTRODE ACCORDING TO THE 
PROGRAMMED VECTORS 



SENSE CARDIAC SIGNALS BETWEEN THE FIRST 
AND/OR SECOND LEFT VENTRICULAR ELECTRODE AND 
THE FIRST RIGHT ATRIAL ELECTRODE AND/OR RIGHT 

VENTRICULAR ELECTRODE ACCORDING TO THE 
PROGRAMMED SENSING VECTORS 



_ TITLE: PACING AND SENSING VECTORS 
INVENTORS NAME: Jeffrey E. Stahmonn et al. 
SERIAL NO.: 09/779;754 
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m 

IMPLANT FIRST CARDIAC LEAD HAVING AT LEAST A 
FIRST VENTRICULAR DEFIBRILLATION ELECTRODE AND A 
FIRST VENTRICULAR PACING/SENSING ELECTRODE 



DELIVERING A PACING LEVEL PULSE FROM THE FIRST 

VENTRICULAR DEFIBRILLATION ELECTRODE AS A 
CATHODE TO A FIRST VENTRICULAR PACING/SENSING 
ELECTRODE AS AN ANODE 



